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Specification

Voltage：3.3 V/ 5V ± 10%

Working current：120mA Standby current:1mA

Source： white light

Relative humidity：5% to 95% Resolution：640（Level）x480

（Vertical）

Working temperature: 0°F-120°

F/-20°C- 60°C

-Storage temperature: -40°

F-160°F/-40°C- 70°C

Reading angle：Roll 360°，Slope± 60°，Deflection± 60°

Ambient light: Direct indoor light source

Decoding capability:

1D:EAN13、EAN8、UPC-A、UPC-E0、UPC-E1、Code128、Code39、

Code93、CodeBar 、Interleaved 2 of 5、Industrial 25、Matrix 2 of 5、

Code11、RSS-14

2D:PDF417, QR code, Data MATIX CODE, etc

Button life：500 000 times Cable: 2.0m

Drop specification： 1.5m Interface：USB.RS232

Certificate：CE，FCC，ROHS,IP54，BIS
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Bar code scanner Setting

1.System Setting

Restore the factory settings

2.Interface Setting

USB serial interface output USB PC keyboard（default）

3.Baud rate Setting

1200bps 4800bps



2D Wired Bar-code Scanner

4

9600bps （default） 14400bps

19200bps 38400bps

57600bps 115200bps

4.Read modes

Manual mode（default） Continuous mode
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Auto sense mode

5.Indication voice of successful

Open the voice(default) Close the voice

6.The Language Settings

English(default) Čeština
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French German

Hungarian Italian

Japanese Spanish


