MJ3860

Specification

Huizhou Minjie Technology Co.,Ltd

“HFES1ME5
2D Platform Barcode Reader

*The new touch screen mode makes mode switching smoother.
*The sound level can be adjusted at will.
Suitable for various new retail industries, smooth switching between paper

*barcode and mobile phone barcode.
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MJ3860

Specification

“HFESEEE
2D Platform Barcode Reader

¥IB4F %/ Physical Characteristics

R~ Dimensions: 15Tmm x 142mm x84mm B2 Weight: 4379
FEJE Voltage: 5V FHLERIAR Starting Current: 380mA
5#1E8i7 Stand-by Current: 190mA T {8837 Work Current: 240mA

14getgtn/Performance Characteristics

{&ER%ER(5: 2% Image (Pixels): 1280 pixels (H)x 800 pixels (V)
3¢ Light Source: Warm Yellow LED

iz Field of View: 44°(H), 23°(V)

hEsERFEmEE Roll / Pitch / Yaw: 360°, +65° , +65°
FTEPSIELRE Print Contrast: 20% minimum reflective difference
#0745 Interfaces Supported: USB

1ZEA™Z Motion Tolerances: >0.4m/s

fi#t38E73/Symbology Decode Capability

—#E2%9/1-D: Codabar, Code 39, Code 32 Pharmaceutical (PARAF), Interleaved 2 of 5, NEC 2 of 5, Code 93, Straight
2 of 5 Industial, Straight 2 of 5 IATA, Matrix 2 of 5, Code 11, Code 128, GS1-128, UPC-A, UPC-E,
EAN/JAN-8, EAN/JAN-13, MSI, GS1 DataBar Omnidirectional, GS1 DataBar Limited, GS1 DataBar
Expanded. China Post(Hong Kong 2 of 5), Korea Post

—#E2%%5/2-D: PDF417, QR code, Matrix 2 of 5, MicroPDF417, Australian Post, Canada Post,Japan Post, MaxiCode,
Codablock, Aztec, Dutch Post, DataMatrix, etc.

HPRIES%/User Environment

T {FEE Operating Temperature: -20°C to 60°C

17h#5E Storage Temperature: -30°C to 70°C

J2E Humidity: 5% to 95% relative hum idity,non-condensing

=t Shock Specifications: 8 G rm.s., from 10 to 500 Hz, 2 hours per axis, 3 axes (RJ#&32 70cm EBEINL)
IMESEFaE Ambient Light Immunity: 0-100,000 Lux.

f#t3;8EEl/Decode Ranges

Code39(5mil): Omm-120mm

Code39(13mil): Omm-240mm

QR(20mil): Omm-210mm

Alipay code: (QR 3*3cm): 40mm-650mm (screen lumination100%)
Wechat pay code:QR 2.3*2.3cm): 20mm-550mm (screen lumination100%)

Performance may be impacted by bar code quality and environmental conditions
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2D Platform Barcode Reader

SRR (Bfii: =) / Dimension (unit: mm)
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